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MODEL. MPT1700-10 Vo2
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WMax 1000 kqg.

TECHINCAL DATA:

Capacity. 1000kg

Forks opening min/max. 530-1700mm
Fork length. 1200mm
Forks External 520mm
Single fork width 180mm
Battery 24v - 210Ah
Turning radius. 1680mm

Forks movement synchronized.

Battery charger incorporated automatic.

Traction electric-mechanical

Electric controller for a delicate approach to material.

Operating: Opening/Closing forks oleo dynamic. Overturning of 90degree angle oleo dynamic.
Rotation of an angle of 180degree manual.

The Samzon Mobile Pallet Turner 2000-15 is equipped with the latest generation mechanical and

electronic components.

The traction unit is equipped with an electric engine of 2kw, the oleo-dynamic set is controlled by an
engine of 3kw with an incorporated pump.

The machine is made to run directly to the pallet there needs to be changed, mainly from a wooden pallet
to a plastic pallet. Here the machine runs directly into the pallet and the fork goes under the pallet and
over the product. If the product can stay 180 degrees turned to a new pallet, a new pallet can be placed
on top of the product, before turning.

Now the product is tipped back to horizontal, and the pallet can manually be turned 180 degrees, and is
looked at in a fixed position, with a locking-pin. When turning the pallet can run to floor-level again now

placed on a new pallet.

*Servo-steering - Easy movement of steering wheel.
*Hydraulic locking-pawl for very easy handling of rotation.
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SAM//ON

Samzon MPT1700-15 Pallet Turner
Widebase version.
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Options.

Second Battery Package.

Including 24V - 210Ah Lead Acid + battery charger.

This option is also including trolly for easy change of battery, and this is easy rolled from the machine to
the trolly, due to the rollers in the machine.

Adjustable pressure-switch.
Adjustment of clamp pressure.
Manuel adjusted by hand and possible to see the indicator on the switch.

WIDEBASE Version.

Frame-profiles 1300mm inside measure.

Used to manage up to 1200mm pallets in the width.
Forks run outside the pallet.

Safety fence on both sides.
Safety fence is adjustable, from 900mm to 1300mm inside measurement.
Powder coated as standard.

Sparepart Kit.
Recommended.
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